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Kezelési utasítás
Program Védő Kártya

Magic Card Extra
Rendszer helyreállítás

Adatmentés

Többszintű partícionálás

Többszintű fájl rendszer

Magic Card Extra
Felhasználói kézikönyv
Figyelem!

1. “Supervisor” módra váltás előtt, új software telepítésekor vagy a rendszer mentésekor kérjük, ellenőrizze, hogy a számítógép vírusmentes-e.
2. A Program Védő Kártya minimum 5 KB-ot használ a memóriából “Azonnali Visszaállításkor” User módban,(Az aktuális állapottól függően.) és 1 KB-ot más esetekben. “Backup Restoration” és “No Restoration” nem terheli a memóriát.

3. A Program Védő Kártya telepítése után anti-vírus program használata nem szükséges.Bizonyos antivírus programok befolyásolhatják a Program Védő Kártya működését. (A Program Védő Kártya boot vírusként azonosíthatja a programot.)
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Hardware követelmények: 
· 80386 vagy újabb IBM compatibilis PC.
· Minimum 500 MB szabad terület a merevlemezen LBA támogatással.

· 32MB RAM 

· PCI csatlakozó. 
· Színes  monitor

Támogatott operációs rendszerek:

· Instant Restore Mode (DOS/Win3.1/95/98/ME/NT/2000/XP) 

· Backup Restore Mode (support DOS/ Win3.1/95/98/ME /NT/2000/XP, LINUX, FreeBSD, Venix, Amoeba, BBT...)

1. Első telepítés.

A Program Védő Kártya három különböző 

módban telepíthető. 
1) Express Telepítés: Támogatja az azonnali visszaállítást DOS és Windows operációs rendszereknél.A merevlemezen lévő adatokat nem befolyásolja. 
2) Custom (Egyéni) Telepítés: Támogatja a multi-boot funkciót a beépített FDISK alkalmazás használatával.Minden partícióhoz különböző visszaállítási mód és visszaállítási időpont rendelhető. Ennél a telepítési módnál az eredeti adatok elvesznek és a merevlemezt újra kell partícionálni és formatálni. 

Gyorsbillentyűk:

1.  F10           Belépés “Setup Menu”-be.

2.  Ctrl+Enter
Belépés “Supervisor Mode”-ba.

3.  Enter
Belépés “User Mode”-ba.

4.  Ctrl+B
Végrehajtja a “Backup” funkciót.
5.  Ctrl+R
Végrehajtja a  “Restore” funkciót.
6.  K
Belépés “Keep Mode”-ba és menti a változtatásokat a következő indításig , ha “Instant Restoration” módban van a kártya.

2. Expressz Telepítés

Express Installation esetén az operációs rendszer (Win95/98/Me/NT/2000/XP) és az összes  partíción található  adatok megmaradnak.

Figyelem!

Telepítés előtt futtatni kell a SCANDISK és LEMEZTÖREDEZETTSÉG-MENTESÍTŐ alkalmazásokat!

A vírusirtó programokat ki kell kapcsolni, az esetleges ütközések elkerülése végett.  

2.1 Az Expressz Telepítés menete.

1. Áramtalanítsuk a számítógépet és helyezzük a kártyát egy PCI csatlakozóba.

2. Kapcsoljuk be a számítógépet. A [Magic Card initialize….\ ] felirat jelenik meg a képernyőn.Utána a menű , a hardware verzió és a merevlemez adatai tűnnek fel.Amennyiben a megjelenített merevlemez információk helyesek, helyezze a telepítő lemezt a Floppy meghajtóba, és nyomja meg az Enter billentyűt.

3. Válassza az  [Express Installation]-t és nyomja meg az Enter billentyűt a telepítés megkezdéséhez.

4. Amikor az [Install completed] felirat megjelenik, nyomja meg bármelyik billentyűt a számítógép újraindításához.(A floppy lemezt vegye ki a meghajtóból!) 

5. Az újraindítás után nyomja meg a Ctrl+Enter billentyűket , így “Supervisor Mode”-ba jutva folytassa az operációs rendszer telepítését.(Alapértelmezett jelszó:Enter billentyű)

6. Amint az operációs rendszer telepítése befejeződött, helyezze a telepítő lemezt a Floppy meghajtóba, és futtassa a Setup.exe-t .
7. Indítsa újra a számítógépet a telepítés befejezéséhez.
3. Custom (egyéni )Telepítés

A Custom Installation haladó felhasználók számára lehetővé teszi, hogy egy merevlemezre több operációs rendszert telepítsenek.Az egyéni igényekhez alkalmazkodva különböző visszaállítási mód között lehet választani.

1. System Partition for Instant Restoration (A): Újraindításkor a rendszer az  eredeti állapotába áll vissza.Különböző visszaállítási lehetőségek állnak rendelkezésre, pl. minden újraindításkor, naponta, hetente, havonta, adott dátum szerint, manuálisan beállítva.Támogatott rendszerek: Dos, Win95, 98, ME, NT, Win2000 and XP.

2. System Partition for Backup Restoration (B): Ennek a beállításnak a segítségével manuálisan elmenthetjük vagy visszaállíthatjuk az adatokat.Szinte az összes operációs rendszert támogatja.

3. System Partition for No Restoration (C): Ezen a típusú partíción sem védelmi, sem visszaállítási funkciók nincsenek.Minden változtatás megmarad.Támogatja szinte az összes operációs rendeszert.Leginkább hálózati környezetben használatos. 
4. Shared Data Partition (S): Ez a partíció látható lesz, függetlenül attól, hogy melyik operációs rendszert indítottuk el.Alkalmas olyan adatok tárolására, amelyeket mindegyik operációs rendszerből el akarunk érni.(Pl.dokumentumok, stb.)
5. Private Data Partition (P): Ez a partíció csak akkor lesz látható , ha ebből történik az indítás.
6. Supervisor Mode: A boot menűben a Ctrl+Enter billentyűk lenyomásával Supervisor Mode-ba jutunk.Ebben az  üzemmódban a Program Védő Kártya nem akív,és lehetővé teszi az összes partíció írását/olvasását.Minden változtatás állandó lesz. Kizárólag jelszó segítségével lehet belépni.
7. User Mode: A boot menüben az Enter billentyű lenyomásával User Mode-ba jutunk.Ilyenkor  a Program Védő Kártya aktív, és vezérli a hozzáférést a partíciókhoz.Minden változtatás visszaáll az eredeti állapotba újraindítás után.

3.1 Egyéni telepítés menete:

1. Áramtalanítsuk a számítógépet és helyezzük a kártyát az egyik PCI csatlakozóba.

2. Kapcsoljuk be a számítógépet.Az indulás után a [Magic Card initialize….\ ]felirat jelenik meg a képernyőn.Utána a menű és a hardware verzió és a merevlemez adata tűnnek fel.Amennyiben a megjelenített merevlemez információk helyesek, helyezze a telepítő lemezt a floppy meghajtóba, és nyomja meg az Enter billentyűt. 

1.ábra:
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3. Amennyiben a megjelenített adatok hibásak, indítsa újra a számítógépet, és a BIOS-ban állítsa be a megfelelő értékeket.

4. Az olvasás [Reading…] befejezése után válassza a [Custom Installation]-t (2.ábra) és nyomja le az Enter billentyűt az FDISK menübe lépéshez.(3.ábra)
2.ábra
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3.2 Merevlemez partícionálás:

A Program Védő Kártya lehetővé teszi több operációs rendszer telepítését egy merevlemezen a <Custom Installation> használatával.Minden operációs rendszer egy külön fizikai partíción helyezkedik el, lehetővé téve a “multi-bootoing”-ot 40 partícióig. Folytassa a terlepítést a <Custom Installation> kijelölésével, és nyomja le az Enter billentyűt.Ezek után két lehetőség közül választhat:

1) Megtartja az adatokat a C: meghajtón.

Az összes adat (FAT16 / FAT 32 / NTFS) megmarad a C: meghajtón.A többi meghajtó (D, E…) adatai véglegesen törölve lesznek. A fennmaradó szabad terület szükség esetén partícionálható. 

2) Az összes partíció törlése:

Az összes adat véglegesen törölve lesz, és a merevlemez újra kell partícionálni az igényeknek megfelelően.


Figyelem! 1: 
A merevlemezen összes adata törölve lesz!Mentse el az adatokat a telepítés előtt!

2: A  Program Védő Kártya nem támogat több fizikai merevlemezes meghajtót.Ha több merevlemezes megajtót használ, azokat nem tudja vezérelni a kártya, de az operációs rendszer használni tudja, mint adattárolót.

 3. ábra




FDISK Menü 

1. Attribution (Partíció Tipus): 

1.System Partition for Instant Restoration (A):
Újraindításkor a rendszer az  eredeti állapotába áll vissza.Különböző visszaállítási lehetőségek állnak rendelkezésre,pl. minden újraindításkor, naponta, hetente, havonta, adott datum szerint, manuálisan beállítva.Támogatott rendszerek: Dos, Win95, 98, ME, NT, Win2000 and XP.

2.System Partition for Backup Restoration (B):
Ennek a beállításnak a segítségével manuálisan elmenthetjük vagy visszaállíthatjuk az adatokat.Szinte az összes operációs rendszert támogatja.

3.System Partition for No Restoration (C): 
Ezen a partíción sem védelmi, sem visszaállítási funkciók nincsenek.Minden változtatás megmarad.Támogatja szinte az összes operációs rendeszert.Leginkább hálózati környezetben használatos. 
4.Private Data Partition (P):
Ez a partíció csak akkor lesz látható , ha innen történik az indítás.
5.Shared Data Partition (S):
Ez a partíció látható lesz, függetlenül attól, hogy melyik operációs rendszert indítottuk el.Alkalmas olyan adatok tárolására, amelyeket mindegyik operációs rendszerből el akarunk érni.(Pl.dokumentumok, stb.)

2. EXPRESSION

1) Name: Név, azonosítja a partíciót a boot menüben.(Maximum 10 karakter lehet)

2) Size: A kívánt partíció méret beállítása. (Shift+PageUp vagy Shift+PageDown billentyűk használatával) 
3) File System: A megfelelő File rendszer kiválasztása.
4) FAT32: Win98/ME/2000/XP (Ajánlott)
FAT16: Win95/NT merevlemezek 8.4GB alatt.  A teljes partíció mérete nem lehet több 2000MB –nál. NTFS/HPFS: WinNT4.0/Win2000/XP.
A WinNT4.0 boot szektora nem azonosítható 2000 MB felett.A teljes partíció méret nem lehet több mint 4300 MB
Win2000/XP használatánál nincsenek korlátozások. 
5) EXTEND: Engedélyezi az  “extended” merevlemez partíciókat az FDISK-en keresztül.(MS-DOS) 
6) OS/2 BOOT: Támogatja a merevlemezeket 8.4 GB alatt és partíciókat 2000 MB alatt.
7) LINUX: Támogatja a  LINUX file-rendszereket.
8) LINUX/SW: T ámogatja a  LINUX Swap file-rendszert.
9) Restoration Schedule: Rendszer visszaállításának időzítése. 
Disable: Az azonnali visszaállítás tiltva.
Every: A rendszer eredeti állapotába lesz visszaállítva minden egyes újraindításkor. 
Manually: Minden ami a merevlemezre kerül, csak ideiglenes.Menteni a Ctrl+B billentyűkkel, visszaállítani a Ctrl+R billentyűkkel lehet.(A “Restore” vagy “Supervisor” jelszó megadása után.) 
Weekly: A rendszer eredeti állapotába kerül egy előre meghatározott időpontban hetente. 
Monthly: A rendszer eredeti állapotába kerül egy előre meghatározott időpontban havonta. 

Auto-Clear: Az adat partíció automatikusan törölve lesz minden újraindításkor. (Csak FAT16 és FAT32 file-rendszereket támogatja

Puffer:
Azonnali visszaállításhoz( Instant Restoration ): Maximum puffer méret 1004MB , minimum 0MB.  Alapértelmezett méret: 502MB
(A PageUp vagy PageDown billentyűk használatával állítható be.)

Archivált visszaállításhoz (Backup Restoration ): A védett partíció méretével megegyezőnek kell lennie.(A nem partícionált merevlemez területen kerül automatikusan beállításra.) 

3.   Other Setup Options:

1) F1: Partíció  leírása.
Maximum 50 karakter lehet. A boot menüben jelenik meg .
2) F2: Jelszó megadása. 
Jelszó megadása a partíciókhoz.Maximum 10 karakter lehet.Alapértelmezett jelszó:enter billentyű lenyomása.

3) F10 / ESC Mentés/Kilépés

Figyelem! Miután az FDISK menüben a beállítások után a partíciók méretén nem lehet változtatni! Alaposan gondolja meg, mielőtt menti a beállításokat!

3.3 Az operációs rendszer telepítése

3.3.1 Boot menü

Az FDISK setup befejezése után nyomja le az F10 billentyűt a mentéshez és kilépéshez. A számítógép automatikus újraindulása után nyomja le az F10 billentyűt az “Setup” menübe jutáshoz.(Alapértelmezett jelszó: “Enter “ billentyű lenyomása.)Válassza  ki az “Option” menüt és nyomja le az “enter” billentyűt.. Az “Auto select & disable hint: 2 Sec”-et állítsa “disable”-re.Lépjen ki a menüből (Esc/Save) és indítsa újra a számítógépet. Újraíndítás után a boot menu jelenik meg.



xx-xx-xxxx, Sunday

3.3.2 DOS és Windows telepítése

Figyelem! A partíciók még nincsenek formatálva , ezt a telepítéskor kell elvégezni!

1. System partition for Instant Restoration (A) (Rendszer partíció azonnali visszaállításhoz)

1. Idítsa el a PC-t a telepítő lemez segítségével.
2.  a. Válassza ki a megfelelő partíciót Ctrl+Enter billentyűk lenyomásával,és írja be a jelszót.(Alapértelmezett jelszó:Enter billentyű lenyomása.) 
 b. Formatálja meg a C: meghajtót.
 c. Kezdje meg az operációs rendszer telepítését.
Figyelem: A telepítés alatt a Windows többször újra fog indulni. Minden esetben “Supervisor” módban kell belépni! (Ctrl+Enter)
3. 32bit Magic Card Driver telepítése Windows operációs rendszerben.
 (Indításkor “Supervisor” módban kell belépnünk!) 
1. Helyezzük a  telepítő lemezt a floppy meghajtóba. 

2. Futtassuk lemezről a  Setup.exe programot.
3. Válasszuk ki a megfelelő  merevlemez típust. (IDE vagy SCSI) 
4. Telepítés után  a [ShowBuff] icon jelenik meg a “Start” menüben. A “Buffer Monitor” lehetővé teszi a felhasználónak,hogy figyelemmel követhesse, mekkora  szabad terület áll a kártya rendelkezésre, mielőtt újraindítás lenne szükséges. 
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	Supervisor Mode
	User Mode


Ha a puffer terület kisebb mint 10%, a rendszer hangjelzéssel figyelmeztet.Azonnal el kell menteni minden adatot, és újra kell indítani a számítógépet.

4. Alkalmazások és telepítése:
Indításkor “Supervisor” módban kell belépni,(Ctrl+Enter) és utána megkezdődhet a telepítés.(Ha a belépés “User” módban történik, (Enter) újraindításkor elvesznek a merevlemezre írt adatok!
2. System partition for Backup Restoration (B): (E lmentett állapot visszaállítása)
a. A telepítő lemez segítségével indítsa el a számítógépet.
b. Válassza ki a megfelelő partíciót.(Enter) 
c. Formatálja meg a C: meghajtót.
d. Telepítse az operációs rendszert. 

e. Indítsa újra a számítógépet.
 
f. Válassza ki az előző partíciót  [Ctrl+B] billentyűk lenyomásával, és lépjen be a “Supervisor” jelszó használatával (Alapértelmezett jelszó:Enter billentyű lenyomása) a partíció adatainak elmentéséhez.

Az így elmentett adatok indításkor a [Ctrl+R] billentyűk lenyomásával ,a jelszó megadása után visszaállíthatók.

3. System partition for No Restoration (C) : 

Ennél a beállításnál ugyanúgy kell eljárni, mintha nem lenne a kártya a számítógépben.Ez a partíció nem lesz visszaállítható, minden változtatás végleges.

a. A telepítő lemez segítségével indítsa el a számítógépet.
b. Válassza ki a megfelelő partíciót.(Enter)
c.  Formatálja meg a C: meghajtót.
d. Telepítse az operációs rendszert.
e.  Indítsa újra a számítógépet.


3.3.3 LINUX telepítése

1.  Állítsa be a megfelelő paramétereket az FDISK menüben

No.        Attri        Name                  Size             File system              Restore type

1.         B      LINUX8.0   3000MB    LINUX          Disable/Backup

2.         P
LINUX8.0   1000MB    LINUX/SW     Disable 

2.  Kezdje meg a Linux RedHat telepítését.

3.  A nyelv, billentyűzet egér kiválasztása után válassza a      “Custom System Installation”-t.

4.  Válassza a “Manually Partition With Disk Druid” opciót.

(Megőrzi az FDISK menü beállításait)

5.  Az “Edit hda1 menüjében válassza a / opcióta “Mount Point”-nál.(Engedélyezze a “Format Partition As” és “EXT3” opciókat!)

6.  Válassza ki /dev/hda1/-et, mint a formatálandó partíciót.

7.  A LILO (Linux loader) beállításánál válassza “/dev/hda1 First sector boot partition”-t a Linux initial partíciójaként.
(Ne válassza a “Master Boot Record” opciót!)
8.  A szokásos módon fejezze be a telepítést.

4.1 Jelszó megadása

1. Supervisor jelszó

Az alapértelmezett jelszó: [Enter ] billentyű lenyomása.  Maximum 10 karakter lehet.  A “Supervisor” jelszóval  léphetünk be a <Setup Menu>-be, <Supervisor Mode>-ba, vagy  végrehajthatjuk a <Backup> és <Restore> funkciókat.  

2. “Backup” jelszó

Maximum 10 karakter lehet.

Ha manuálisan menteni akarja állítani a rendszer adatait, szüksége lesz rá.( A “Supervisor” jelszót is használhatja! )

3. Restore jelszó. 

Maximum 10 karakter lehet. Ha manuálisan vissza akarja állítani a rendszer adatait, szüksége lesz rá.( A “Supervisor” jelszót is használhatja! )

4.2 Option Menü


A paraméterek a PageUp/PageDown billentyűvel állíthatók.

Boot Sequence: BIOS (default) / C only / A, C
a. BIOS: A BIOS beállításai alapján fog indulni a számítógép.

b. C only: A C: meghajtóról történik az indítás.Ennek a beállításnak az alkalmazásával elkerülhető, hogy sérüljenek a merevlemezen tárolt adatok abban az esetbe, ha a kártyát eltávolítják a számítógépből “unistall” nélkül.A gép hangjelzéssel figyelmeztet, és nem lesz indítható.
c. A, C: A gép indítható az  A: vagy a C: meghajtóról.

1. Auto Restore CMOS data: Disable (alapértelmezett) / Enable
Disable: Alapértelmezett
Enable: Ha a CMOS DATA megváltozik, visszaáll az eredeti beállításra.

2. Safety Enforcement: Disable (alapértelmezett) / Enable
Disable: Alapértelmezett
Enable: Növeli a biztonsági szintet.
Figyelem! Az engedélyezése a kompatibilitást csökkentheti!
3. Boot menu hotkey hint: Enable (alapértelmezett) / Disable
Enable: Láthatók a gyorsbillentyűk a boot menüben. 
Disable: Nem láthatók a gyorsbillentyűk a boot menüben.

4. Show brand name: Enable (alapértelmezett) / Disable
Enable: Láthatóvá teszi [Magic Card] feliratot a boot menüben.
Disable: Nem mutatja [Magic Card] feliratot a boot menüben.

5. Default select: Last select (alapértelmezett) / Boot Partition name
Last select: Indításkor a boot menüben az utoljára használt partíció lesz kijelölve.
Boot Partition Name: A megfelelő partíció nevének megadásával beállíthatjuk, melyik partíció legyen kijelölve a boot menüben. Force select: Disable (alapértelmezett) / Boot partition name
Disable: Nincs kiválasztott partíció.
Boot partition name: A megfelelő partíció nevének megadása után csak ez a partíció indítható.

6. Auto select: Disable (alapértelmezett) / 1~99 seconds
Disable: Nincs automatikus indítás.
1~99 seconds: A megadott idő eltelte után automatikusan indul a kijelölt partíció.

 Auto select & disable hint – 2 Sec. (alapértelmezett) / 1~99 Sec. Ennek a funkciónak az engedélyezésekor nem lesz látható a kártya menüje, és csak az F10 gyorsbillentyűt használhatjuk.Ha letiltjuk a funkciót, a menü megjelenik a képernyőn és minden funkció engedélyezve lesz.

Figyelem! A kártya telepítésekor ezt a funkciót ki kell tiltani!(Disabled)

7. Auto Power off: Disable (alapértelmezett) / 1~60 minutes
Disable: Nincs automatikus kikapcsolás.
1 to 60 minutes: Ha a számítógépen nem kerül indításra operációs rendszer, az itt megadott idő letelése után a gép automatikusan kikapcsol. 

8. Title: blank (alapértelmezett)
40 karakterben megadható a számítógép elnevezése. 

4.3 Disk

A partíciók mérete nem változtatható a mentés/kilépés után. Megváltoztatásukhoz újra kell futtatni az FDISK alkalmazást a “setup” menüből. A merevlemezen levő összes adat elveszik. A file rendszer megváltoztatása sem javasolt, csak abban az esetben, ha új operációs rendszer kerül telpítésre az adott partíción. Az egyéb beállítások szabadon megváltoztathatók.  




4.4 Tools
There are several advanced utilities, and innovated features (SNCOPY, Hard Disk copy) provided in the tools menu.





1. Save CMOS data
Saves the current CMOS data in the hard drive. (If CMOS data is changed, the Magic Card will remind you to restore or backup when rebooting, even if you did not run this selection manually) 

2. Analyze CMOS data
Make a comparison of current CMOS data and the saved CMOS data in the hard drive for differences. You can run this selection when some settings or peripherals have been changed or replaced.

3. Hard disk copy (mirror)
When the administrator has thoroughly prepared the hard disk, he/she can use this function to duplicate or mirror hard disks by utilizing IDE cables.  Up to three hard disks can be copied simultaneously.  Press Ctrl+S to start copy.  



 Note: When copying hard disks of different capacity, you can only copy from the small hard disk to the larger hard disk.

4. SNCOPY (Serverless network copy)
With the Magic WOL Card, the administrator can take advantage of our Fast Ethernet 10/100mbps feature to manage up to 300 computers at the same time with just a click of a button.  All computers must have the Magic WOL Cards installed.  The computers will be controlled by preset [SNCOPY Receive Connect Instructions] for simultaneous maintenance.  For detailed operation, please refer to section [SNCOPY Instruction]

5. SNCOPY Setup
Serverless Network COPY Setup functions:
A. SNCOPY Receive connect: ENABLE / DISABLE
ENABLE: Magic Card auto detects the connection when powering on the machine.
DISABLE: Disable auto connect.

B. SNCOPY Group:
Group name used during login.  Up to 2 characters.  Only computers in this selected group can login.  Many groups can be set for separation purposes. (similar to a VLAN) 
C. SNCOPY name:
Sending machine login name while running SNCOPY.
Up to 5 characters.  
If you leave it blank, the LOGIN NAME will show [?] while running SNCOPY.  

D. Computer Name:

Computer Name after SNCOPY

E. User Name: User Name after SNCOPY
F.  IP: Local IP Address setting

Example:

SNCOPY Group: A

SNCOPY Name: B

Computer Name: Class

User Name: A-User

IP: 192.168.1.1

After Auto IP Configuration, you will find:

SNCOPY Group: A

SNCOPY Name: B1 (B2, B3…etc)

Computer Name: Class1 (Class2, Class3…etc)

User Name: A-User1 (A-User2, A-User3…etc)

IP: 192.168.1.2 (192.168.1.3…etc)
6. Schedule (WOL Card Only)

1. You can setup 5 different schedules to maintain your lab computers during a specific time.  Use any computer in your lab as a sending machine and SNCOPY will copy partitions and data parameters from the sending machine to receiving machines at the same time. (Note: Up to 300 computers can be receiving at one time)
2. This feature can work with Wake On LAN.  Power on the computers before executing the maintenance schedules, The Sending machine will wake up every computer in the lab and maintain the network automatically.
	Schedule
	

	Mode: 
	Disable
	Execution Cycle: Disable/Just 1 time/Every Day

	Start Time (Hour):
	0-23
	Setting Execution Hours (0-23)

	Start Time (Minute):
	0-59
	Setting Execution Minutes (0-59)

	SNCOPY Delay:
	99
	SNCOPY response time. (99 means auto analysis)

	Login wait time:
	XX min
	

	Wake up On LAN:
	Enable
	

	System LAN Off:
	Disable
	

	Auto IP Configuration:
	Enable
	

	Date/Time Adjustment:
	Enable
	Reset data/time in the labs

	Entire HDD:
	Disable
	

	Parameter Data:
	Enable
	

	Partition: -
	WIN-2K
	1st sending partition

	Partition: -
	WIN-ME
	2nd sending partition

	Partition: -
	WIN-98
	3rd sending partition

	Partition: -
	
	4th sending partition

	Partition: -
	
	5th sending partition


5. SNCOPY Instruction
5.1 How to use SNCOPY 

5.1.1 PCI Version
Please follow the step-by-step guideline to maintain computers over Network.

1. Select SNCOPY, and the Magic Card will request you to reboot and put packet drive in the A drive.
2. Boot from the A drive.

3. Run NIC Card “Packet Driver”.  The packet driver is easily found in the NIC card install/driver diskette. (i.e. E2000.COM, PKTDRV.COM, DLKPCI.COM, DE22X.COM, RTFPKT.COM…)
E.X.  A:\>E2000 0x60
4. Run A:\>SCxx.EXE from Magic Card install diskette.

5.1.2 WOL version
Please follow the step-by-step guideline to maintain computers.
[F10] >[ SETUP] > [Tools] > [SNCOPY]. 
5.2 First use of SNCOPY & Auto-IP Configuration

1. If the system boot partition is setup as “Instant Recovery”, make sure the Magic Card has been installed successfully.  Please refer to the Instant Restoration setup.
2. If the partition is setup for “Backup Restoration” or “No Restoration”, please access Windows directly.
3. In Supervisor mode, run X-user.exe in all OS. You can download X-user program from our webpage.
Note: If you have more than one bootable partition, you must install X-User respectively in each OS.
4. Reboot the sending computer after X-User has been run.  In the boot menu, press [F10], type supervisor password and press <Enter>. Go to <Tools> <SNCOPY> <SYSTEM LAN OFF>. The System will then reboot and enter each boot partition one by one to disable the Network function.

5. After network function in each boot partition has been disabled, system will return to SNCOPY main menu. 

6. Select “Sending” to enter Login Menu
7. Power on receiving computers for first time installation.  Select SNCOPY for auto Login to the sending computer.
8. Press [F1] in sending computer when all receiving computers are finished with their login.

9. Press [F2] in sending computer to enter [Send Command] menu. Select [Collect ID for Wake Up on LAN].  System will return to login menu when completed.
10. Press [F1] in sending computer to enter [Send Data] menu.  Select [Parameter Data and All Partition].  System starts sending data to receiving computers.  Note: Multi-casting will take a few minutes to hours depending on the physical data capacity.  Generally speaking, 100MB will take one minute to complete.  A beeping sound will remind you the multicasting is finished. Press any to get back to the login menu
11. In the login menu, press [F2] to enter [Send Command] menu.  Then select [Allocate Name/Group/IP] and set the value for IP address.  
Example:

SNCOPY Name: A

SNCOPY Group: B

Computer Name: Class

User Name: A-User

IP: 192.168.1.l
12. After IP setting completed, press [F10] to save and exit.

13. In sending computer, run [Auto-IP configuration].
All receiving computers will auto-reboot and start to update IP addresses by entering each partition separately.  System will then automatically power off.  All the Receiving Computers have been completely updated with IP address allocation. 

5.3 LOGIN 
Once a computer’s hard disk has been prepared, the administrator can run the SNCOPY function to multi-cast to other computers easily.  For the Receiving computers, please choose [SNCOPY] function for the first time installation.  This function will support up to 300 computers simultaneously. 

For Sending computer, press [F10] and get into setup menu.  Go to  [SETUP]  [TOOLS]  [SNCOPY]. The select menu appears. (see figure below)

[image: image3.wmf]
Select Menu Options

1. Receiving: 
Target computer for receiving data from Sending Computer.

2. Sending:
Source Computer used to send data to receiving computers.

3. Wake up On LAN (WOL):
Used by sending computer to Wake up or turn on receiving computers for maintenance or copying.  Can be used with schedules for automatically maintaining networks or labs. 
Notes before using Wake up On LAN (WOL) function:
A. Machine must have ATX style POWER and motherboard.

B. The motherboard must support with WOL function.
C. Need to be using WOL Magic Card, or an Ethernet LAN Card or LAN chipset with WOL.
D. You must plug the wire connector of the WOL Magic Card or Ethernet LAN Card into the designated area of the motherboard.
E.  The first time when running this function from Magic Card, you must run [Sending]  [F2]  [Collect Net Card ID] to record all receiving Ethernet LAN Card ID’s to the Sending Computer.
4. Help: Shown SNCOPY help message

5. Exit: Exit SNCOPY select menu.

The Login Figure
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Function Keys

1. l: Send Data
Send data, partition, or parameters to Receiving computers.

2. m: Send command
Send commands to receiving computers. (i.e. power on/off, date, etc…)

3. +-: Delay
Adjust the transmission speed of Ethernet LAN Card for best performance.  Please leave this value untouched if the default value is running normally.

4. wyzx: Move
Move light bar to selected function.

5. u:EXIT
Exit from SNCOPY function.

5.4 SEND DATA

[image: image5.wmf]
1. Parameter data and all Partition:
Copies all sends all data and the Magic Card information to receiving Computers.  Highly recommended for first time installation.
2. Parameter data:
Copies only Magic Card information to receiving computers.  Recommend usage: Magic Card software version upgrades.

3. Partition:
Only copy selected Partition to receiving computers.  Recommended usage: When data of the selected Partition been updated  (Time saving). 
Time saving feature: Run Disk Defragmenter before transmitting.

Screen will show the disk information while transmitting.  Advanced users may adjust the transmission speed with the  +-keys for better performance if needed.  Or to press「a+^」to abort transmitting.

5.5 SEND COMMAND
[image: image6.wmf]
1. Collect ID for Wake up on LAN:
Record the Ethernet LAN Card ID of standby receiving computers.  This function is for the following two purposes:
(1) Auto IP utility
(2) Wake up On Lan by remote control

2. Allocate Name/Group/IP
Setup SNCOPY name/group, Computer Name, User Name and IP information. After IP setting completed, press [F10] to save and exit.

A. SNCOPY Name:
Sending machine login name while running SNCOPY.
Up to 5 characters.  
If you leave it blank, the LOGIN NAME will show [?] while running SNCOPY.
B. SNCOPY Group:
Group name used during login.  Up to 2 characters.  Only computers in this selected group can login.  Many groups can be set for separation purposes. 
C. Computer Name:
Computer Name after SNCOPY

Setup the sending computer name to be “ABC” for example, the receiving computer name after SNCOPY will be ABC1, ABC2, ABC3…

D. User Name:
User Name after SNCOPY
Setup the User Name in sending computer to be “DEF” for example, the User name in receiving computer after SNCOPY will be DEF1, DEF2, DEF3…..

E. IP :
Setup the IP address of the sending computer to be 203.69.159.1 for example, the receiving computer after SNCOPY will be 203.69.159.2  , 203.69.159.3 , 203.69.159.4…
3. Auto IP Configuration
All receiving computers will auto-reboot and start to update IP addresses by entering each partition separately. Press [ENTER] to start, or press [ESC] to stop.

Note: To exclude any system partition of executing Auto IP configuration, you could just enter Magic Card Disk Setup menu and add an exclamation mark “!” in the selected partition description (press [F1 ]and type ! ), the partition will be bypassed while updating IP information. 

1. Data/Time adjustment:
Match the receiving computers data and time as the sending computer.

2. Keyboard lock:
Lock keyboards of all the receiving computers so nobody can access them during transmission.

3. All computer Reboot:
Restart the standby receiving computers along with the sending computer. 

4. All computer Power off:
Power off the standby receiving computers along with the sending computers.

6. FDISK

You can find it in [Magic Card Boot Menu]. Press [F10] FDISK This feature is for repartitioning hard disk space without uninstalling Magic Card.  Notice:  All the data in the hard drive will be deleted permanently.  Please think twice before using this function.
7. UPGRADE
1. Get to the Magic Card boot Menu

2. Place new installation disk in floppy drive

3. Press [F10]>[Setup]>[Upgrade]
4. After it is finished, the system will reboot

5. Go into Windows in Supervisor mode

6. Place previous installation disk in floppy drive. Run A:\setup.exe to uninstall the previous setup in Windows.

7. The system will reboot

8. Go into Windows in Supervisor Mode again

9. Put new installation Disk in floppy drive. Run A:\setup.exe to install the new drivers into Windows
10. The system will reboot once more
11. Finished upgrading to the new version
When you see “Upgrade Completed, press any key to continue”, that means you succeeded in upgrading.

If you see “Hardware Error”, or “Data Read Error, please check install diskette”, that means that you applied incorrect software for your Magic Card.  Please visit our web site for downloading correct software. http://www.rogev.com
8. UNINSTALL
To uninstall Magic Card functions from this computer.

1. Run A:\>setup.exe in supervisor mode

2. Complete uninstall

3. The system will reboot

4. [Magic Card Boot Menu]->[F10]->Uninstall

5. Power off the system

6. Remove Magic Card

7. Finished


After the uninstall is complete:

All data and partitions will be restored to their original state if you selected “Express Installation” when you first installed the Magic Card. All data and partitions will be gone permanently if you selected “Custom Installation” when you first installed the Magic Card.

9. ABOUT
Information about Magic Card hardware and software versions can be obtained at http://www.rogev.com
10. FAQ (Frequency Asked Questions)

1. Q. What if the Magic Card is not active or bypassed by the computer?

A. Reboot your system and press [Ctrl+H] to go into the Magic Card hardware settings and change modes right after seeing  <Magic Card hardware version: A X.X >.  The default Password is [Enter] key.
A.Hardware Mode: 
The different modes are Normal, Mode1, 2, 3, 4, 5, 6 or selection to meet all different types of computers once the Magic Card is not active.
Disable: Disable all Magic Card functions.
B. Hardware Password:
Setting Magic Card hardware Password.  Up to 10 characters for login.  Default Password is [f] key. 
C. Hotkey Hint: 
To enable or to disable Magic Card hardware [Ctrl+H] message.  Default value is enabled.

2. Q. Why is there an exclamation mark (!) on the IDE Controller of Device Manager of Win 95/98/ME in Instant Restoration Mode under User Mode?

A. That generally happens when A:\Setup.exe” has not been installed in Windows under Supervisor Mode.  You can find this file on the Magic Card install diskette.

3. Q. How does Scandisk/Error-Checking and Disk Defragmenter help?

A. It gives better performance while running Windows operating systems. Please run DfgFAT(NTFS).com in Dos 6.x after using the SCANDISK/Error-Checking utility.

4. Q. Why won’t Windows NT 4.0 boot up after installation?

A. Due to the limitation of DOS and NT 4.0, if there are several operating systems that are installed, please set DOS, and NT 4.0 system partitions to boot in a partition less than 2 GB.  Also make sure the total NT partition size is less than 4.3 GB.

5. Q.  I have Windows XP and the buffer fills very quickly with out doing any thing causing my computer to hang what do I do?
A. In order to solve the problem, right click on “My Computer”> properties> system restore> and check the box “Turn off System Restore on all drives”.




NOTES

NOTES

NOTES



Figyelem! A setup menübe lépve tiltsa ki az “Auto-clear” opciót, jelölje meg a partíció leírást egy “&”jellel F1 lenyomásával ??????????? 


 





F2   Receiving Computer


Waiting for login….





F1  SNCOPY (Network Install)
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For Windows 98/ME





Done





D6          Computer Restart


Press [Ctrl+Enter] to enter Supervisor Mode


Execute setup.exe from Install diskette





E1 Destroy all partition





D5  Press [Ctrl+Enter] to start installing OS.





D4   Magic Card installation completed.


   PC restart and Magic Card main menu displayed





D3       FDISK (refer to figure 1)





D2 Keep Data of drive C only


Continue (Y/N)





B3       [Magic Card initialize…\]


Insert Magic Card install diskette 


and press [Enter] to continue








B1    Power off & Plug in Magic Card


in a free PCI slot





To Begin With





Before Installation





A5    Boot from Windows 98 boot disk first and then


Run A:\tools\dfg-fat.com from installation disk





A2  Win98/ME & Application Program installed in C:\





A4                  PC Restart





A3  Click Start>Program>Accessories>


System Tools>run ScanDisk first & then Defragmenter








Done





C3             PC Restart


Press [Ctrl+Enter] to enter Supervisor Mode


Execute setup.exe from Install diskette





B2        Power on the computer


Magic Card Hardware version AX.X


Press [Ctrl+H] to hardware setup





A1   Default CMOS Settings





C2    Keep the original OS C:\ and


all logical drives D, E..


Auto setup “Instant every time restoration”.


Installation completed.
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D6          Computer Restart.  


Press [Ctrl+Enter] to enter Supervisor Mode. Execute setup.exe from Install diskette





E1 Destroy all partition





D5  Press [Ctrl+Enter] to start installing OS. 





D4   Magic Card installation completed.


   PC restart and Magic Card main menu displayed





D3       FDISK (refer to figure 1)





D2 Keep Data of drive C only


Continue (Y/N)





B3       [Magic Card initialize…\]


Insert Magic Card install diskette 


and press [Enter] to continue








B1    Power off & Plug in Magic Card


in a free PCI slot





To Begin With





Before Installation





A5  Boot from DOS 6.22 or Windows 98 boot disk with “himem.sys” loaded in config.sys.  Then, execute A:\tools> DFG-NTFS.com from installation disk.





A2  WinNT/2000 & Application Program installed in C:\





A4                  PC Restart





A3  Click My computer> Local Disk (C:)> right click the mouse >Properties >Tools> Error-checking & Defragmentation





Done





C3             PC Restart


Press [Ctrl+Enter] to enter Supervisor Mode


Execute setup.exe from Install diskette





B2        Power on the computer


Magic Card Hardware version A1.X


Press [Ctrl+H] to hardware setup





A1   Default CMOS Settings





C2    Keep the original OS C:\ and


all logical drives D, E..


Auto setup “Instant every time restoration”.


Installation completed.





D1   Custom Installation





C1  Express Installation











Magic Card Ver Ax.x





Install


1. Please make sure the hard disk type (CMOS DATA)


2. Insert install diskette in floppy disk and press  f to continue





Press [ESC] without install





HDD TYPE


Size:xxxxxMB


CYLS:xxxx


HEAD:xxx


Sectors:xx





Hardware version Ax.xx for Windows 98/ME/NT/2000/XP























<Express Installation> Installing with minimum required options. Your original   DOS, Win95   


                                    98/ME/2000 system disks (FAT16/FAT32) and all the extended disks will 


                                    be kept by this type.


<Custom Installation> Recommended for ADVANCED  users.


                  ywMove eSelect ESC Exit
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FDISK


No  Partition     Name      SIZE (MB)    File system        Restore Schedule           Buffer (MB)


1                 [A]                [SYSTEM]             [XXXXXX]                   FAT32                                        Every                                               [502]


2                 [  ]


3                 [  ]


4                 [  ]


5                 [  ]


6                 [  ]


7                 [  ]


8                 [  ]


HDD total Size: xxxxxMB                                                                        Free space: xxxxxxMB


A   System partition for instant restoration (for DOS/95/98/Win2000/XP)


B   System partition for backup restoration (Apply to all operating systems)


C    System partition for No restoration (Apply to all operating systems) 


S   Share data partition (Auto clear for FAT16/FAT32)


P   Private data partition (Auto clear for FAT16/FAT32) 


               wy Modify                   l Description                 m Password             ^  Exit
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  Magic Card





>>WINNT<<


WIN95


WIN2000


WIN98


























ENTER User mode  CTRL+Enter Supervisor mode  K Keep mode  CTRL+B backup   �
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Option





Boot Sequence :�
BIOS�
�
Auto restore CMOS data :�
Disable�
�
Safety enforcement :�
Disable�
�
Boot menu hotkey hint :�
Disable�
�
Show brandname :�
Enable�
�
Default select :�
Last select�
�
Force select :�
Disable�
�
Auto select :�
Disable�
�
Auto select & disable hint :�
2 Sec�
�
Auto power off :�
Disable�
�
Title:�
�
�






                                   �





FDISK


No  Partition       Name      SIZE (MB)    File system        Restore Schedule           Buffer (MB)


1                 [ B ]                [WINNT]             [2000]                   NTFS                                      [ Manual ]                                 [2000]


2                     [ A ]                     [WIN95]                  [2000]                      FAT16                                                       [ Every    ]                                 [  502]


3                     [ A ]                     [WIN98]                  [4000]                      FAT32                                                         [ Every    ]                                 [1000]


4                 [ P ]                 [WINNT]            [2500]                    NTFS                                    Auto Clear    [ Disable ]


5                 [ S]                  [            ]            [5000]                    FAT32                                   Auto Clear    [ Disable ]


6                 [  ]


7                 [  ]


8                 [  ]


HDD total Size: 20 000MB                                                                        Free space: 0 MB


A   System partition for instant restoration (for DOS/95/98/Win2000/XP)


B   System partition for backup restoration (Apply to all operating systems)


C    System partition for No restoration (Apply to all operating systems) 


S   Share data partition (Auto clear for FAT16/FAT32)


P   Private data partition (Auto clear for FAT16/FAT32) 


               wy Modify                   l Description           m Password                  ^Exit
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   wyMove   fModify    ^Exit
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Tools


Save CMOS data


Analysis CMOS data


Hard disk copy


SNCOPY


SNCOPY setup








Hard disk copy




















<Press b+S to start copy>
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No   Size (MB)   Cyls   Head   Sector      Description


1        xxxxx        xxxx    xxx        xx       SOURCE drive
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